
KAI WALL  HUNG WC—BOX RIM 

Horizontal outlet 

 

KL6006CW 

Measurements in millimetres mm 

Information updated  July 2017 

Tel  0345 873 8840  

TECHNICAL 

Weight 19.5Kgs 

Requires Concealed Cistern and installation frame 

Sizes detailed could have a variation of about +/-5 % due to the changes 

to material characteristics during the firing processes. 



KAI SOFT CLOSE TOILET SEAT 

Compatible with KL6005CW, KL6006CW, KL6007CW 

KL6105W 

Measurements in millimetres mm 

Information updated  July 2017 

Tel  0345 873 8840  

TECHNICAL 



0.82m  WC Frame Support and cistern 

Floor Mounted 

WCF82X50+ 

Measurements in millimetres mm 

Information updated January 2016 

tel  0345 873 8840  

TECHNICAL 



0.98m WC Frame Support  and cistern 

Floor Mounted 

WCF98X50+ 

Measurements in millimetres mm 

Information updated January 2016 

Tel  0345 873 8840  

TECHNICAL 



1.18m  WC Frame Support and cistern 

Floor Mounted 

WCF118X50+ 

Measurements in millimetres mm 

Information updated January 2016 

tel  0345 873 8840  

TECHNICAL 
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RANGE INSTALLATION TYPE PRODUCT DESCRIPTION

HEADWORK

CONNECTIONS

UK APPROVALS

OTHER APPROVALS

WARRANTY*

TECHNICAL

CODE

FINISH APPLICATION MIN PRESSURE

PROFLUSHF

Na

Na

Na

Na

5 Years

Brushed Brass NaPVD

Wall Flush plateMPro
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