
*Water content less 70 litres for human displacement. Subject to alteration and production tolerance.

Article no. Dimensions in mm A B C D E F G H I K L N O P volume*
1266 1400 × 700 × 450 1400 700 100 1230 70 400 420 580 965 450 475 65 590 320 92 litre

1268 1500 × 700 × 450 1500 700 100 1330 70 400 520 580 1070 450 475 70 640 320 108 litre

1267 1600 × 700 × 450 1600 700 100 1430 70 400 620 580 1155 450 470 65 690 320 125 litre

1269 1600 × 750 × 450 1600 750 100 1430 70 400 620 580 1170 470 495 65 690 320 136 litre

1265 1650 × 750 × 450 1650 750 120 1430 100 420 620 610 1170 470 495 65 710 340 136 litre

3108 1700 × 700 × 450 1700 700 100 1530 70 420 700 580 1265 450 475 65 740 320 140 litre

3109 1700 × 730 × 450 1700 730 100 1530 70 420 700 580 1265 450 475 80 740 320 140 litre

3110 1700 × 750 × 450 1700 750 90 1545 65 420 690 590 1275 505 525 65 740 320 162 litre

3111 1700 × 800 × 450 1700 800 90 1545 65 420 690 590 1275 505 525 90 740 320 162 litre

3112 1750 × 750 × 450 1750 750 120 1545 85 450 690 610 1275 505 525 65 770 350 162 litre

1271 1800 × 700 × 450 1800 700 100 1635 65 460 730 610 1360 420 450 70 790 320 163 litre

1272 1800 × 750 × 450 1800 750 100 1635 65 460 730 610 1360 420 450 95 790 320 163 litre

1270 1800 × 800 × 450 1800 800 100 1635 65 430 790 580 1360 550 570 65 790 320 197 litre

1273 1900 × 800 × 450 1900 800 100 1730 70 440 860 600 1460 485 510 70 840 320 197 litre

Dimensions

BetteClassic 

Information
The BetteClassic, 1900 × 800 × 450 mm, Article no. 1273, is not available with 

BetteUpstand or in special size.

For professional installation we recommend the use of the original bath feet 

B23-1500.

If the bath is to be fitted under a panel, please contact us for individual cut-out 

details.

Scope of delivery
Including noise-reducing sound-dampening pads.


